RAYCLAD 80/120

®

Heat Shrinkable Products

Heat Shrinkable Two
Layer Pipeline Coating

Hot-applied tape coating for the corrosion protection of pipelines operating at
elevated temperatures.

Rayclad 80/120 pipe coating tape
Construction: two layer system:
First layer: High shear strength copolymer adhesive
Second layer: Radiation cross-linked, high density polyethylene.
Rayclad 80/120 hot-applied products are designed to provide a continuous, holidayfree, pemanent barrier, which affords long-term protection for high-temperature pipelines
operating both on - and offshore. Rayclad is available in formulations for pipelines operating
up to 120°C (248°F), and is supplied in various widths to accomodate different pipe diameters.
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Ease of installation.
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Allows installation at temperatures as low as -40°C (-40°F)
Formulations available for pipelines operating to 80°C (176°F) and
120°C (248°F).
UÊ >ÊLiÊÃÌÀi`Ê`ivÌiÞÊÜÌ ÕÌÊÃ ivviÊÀÊ}iÌiÊ«ÀLiÃ
Versatile.

Max operating temperature
Compatible line coatings
Min preheat temperature
Recommended pipe preparation
Soil stress restrictions

80°C (176°F)
N.A. (bare steel)
170°C (338°F)
SA 2 1/2
None
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Long-lasting performance.
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Minimizes inventory, thus saving money
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Strong and tough.
Highly resistant to transport and backfill damage.

120°C (248°F)
N.A. (bare steel)
190°C (374°F)
SA 2 1/2
None

RAYCLAD /9-9
0.027 in. (0.69 mm)
0.035 in. (0.90 mm)
0.035 in. (0.90 mm)

3300 psi

2700 psi @ 23°C (73°F)
660 psi @ 120°C (248°F)

600

580% @ 23°C (73°F)
560% @ 120°C (248°F)

55
40 psi

0

900 volts/mil
35
0.05%

0.06%
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The installation is carried out either by professional pipe coaters in their coatings plants, or near the pipeline construction site using mobile pipe
coating equipment. When wrapped around a properly blast-cleaned and preheated pipe, the adhesive melts. Simultaneously, the thermal recovery
of the backing forces the molten adhesive to flow, fill and completely coat the pipe surface, thereby forming a tight and uniform bond.
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(347°F)

, 450 feet (137 m) for /9-9
, /9-9

Berry Plastics

The leading global partner in protecting the integrity of critical infrastructure.

www.berrycpg.com
Headquarters
Franklin, MA, USA
Tel: +1 508 918 1714
US Toll Free: +1 800 248 0149
Fax: +1 508 918 1910
CPG@berryplastics.com

Berry Plastics warrants that the product(s) represented within conform(s) to its/their chemical and
physical description and is appropriate for the use as stated on the respective technical data sheet
when used in compliance with Berry Plastics written instructions. Since many installation factors are
beyond the control of Berry Plastics, the user is obligated to determine the suitability of the products
for the intended use and assume all risks and liabilities in connection herewith. Berry Plastics liability
is stated in the standard terms and conditions of sale. Berry Plastics makes no other warranty either
expressed or implied. All information contained in the respective technical data sheet(s) should be
used as a guide and is subject to change without notice. This document supersedes all previous
revisions. Please see revision date on the right.

Houston, TX, USA
Tel: +1 713 676 0085
US Toll Free: +1 888 676 7202
Fax:+1 713 676 0086
CPGH@berryplastics.com

Tijuana, Mexico
Tel USA +1 858 633 9797
Fax US: +1 858 633 9740
Tel Mexico: +52 664 647 4397
Fax Mexico: +52 664 607 9105
CPGTJ@berryplastics.com

Local Distributor / Representative:

For contact details of local Distributors / Representatives
Please visit www.berrycpg.com.

Westerlo, Belgium
Tel. +32 14 722500
Fax +32 14 722570
CPGE@berryplastics.com

Baroda, India
Tel: +91 2667 264721
Fax: +91 2667 264724
CPGIN@berryplastics.com
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minimum order quantity: 2000 SQM

